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BP-GL95B
Lithium-ion	battery	pack	98	Wh
capacity

Overview V-mount	mechanism	compatible 	with	wide	rangeV-mount	mechanism	compatible 	with	wide	range
of	Sony	camcordersof	Sony	camcorders
The	BP-GL	Series	Lithium-ion	Battery	Packs	come	with	a	durable
V-mount	mechanism,	which	provides	high	compatibility	with	a
variety	of	Sony	professional	camcorders,	some	portable	VTRs,
and	video	monitors.
Compact	and	powerfulCompact	and	powerful
High	power	in	a	compact	and	lightweight	body.
Fast	chargingFast	charging
Charge	time	to	full	capacity	is	just	90	minutes,	compared	to	145
minutes	for	previous	generation	BP-GL95A.	Maximum	discharge
current	is	also	increased	from	7.5A	to	10A.

Specifications General
Dimensions	(W	x	H	x	D) 101	x	37.6	x	168.7	mm

(4	x	1	1/2	x	6	3/4	inches)
Mass Approx.	780g	(1	lb	12	oz)
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Maximum/nominal
voltage

16.8	V	DC/14.4	V	DC

Capacity 98	Wh
Charging	time	(using
the	BC-L70A) Approx.	90	minutes

Operating
temperature	(when
discharging	/
charging)

-20°C	to	+	45°C	(-4°F	to	+	113°F)	/
0°C	to	40°C	(32°F	to	104°F)



©	2004	-	2024	Sony	Corporation.	All	rights	reserved.
Reproduction	in	whole	or	in	part	without	written	permission	is
prohibited.	Features	and	specifications	are	subject	to	change
without	notice.	The	values	for	mass	and	dimension	are
approximate.	All	trademarks	are	the	property	of	their
respective	owners.

3

Gallery


