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AC-UES1230MT
Universal	AC	Adaptor

Overview Provides	DC	12V	power	for 	compatible 	SonyProvides	DC	12V	power	for 	compatible 	Sony
remote	camerasremote	cameras
The	AC-UES1230,	a	reliable	AC	power	adaptor	is	intended	for
operation	with	Sony's	network	cameras.	
The	adaptor	provides	a	stable	DC	12V	rated	output.	DC	power
cord	length	is	approximately	1.0m.

Specifications Specifications
Input	rating 100V	AC	to	240V	AC,	50/60Hz
Output	rating DC12V±5%	3A
Operating
temperature -5℃	to	+45℃	(23℉	to	113℉)

Storage	temperature -20℃	to	+60℃	(-4℉	to	140℉)

Dimensions	(W/H/D)
Approx.	51.7	x	32	x	102.5	mm
(2	1/8	x	1	5/16	x	4	1/8	inches)
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DC	power	cord	length 1.0	m	(3.3	ft)

Mass Approx.	190	g	(6.7	oz)
(excluding	power	cord)

Related
products

UMC-S3CUMC-S3C
Ultra	High	Sensitivity
4K	Video	Camera	with
35	mm	Full-frame
Exmor™	CMOS	Sensor

UMC-S3CAUMC-S3CA
Ultra	High	Sensitivity
4K	Video	Camera	with
Full	35mm	frame
Exmor™	CMOS	Sensor
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