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UNI-OFL7C2
Outdoor	IP66	vandal	resistant
IK10	in-ceiling	housing	for	PTZ
cameras

Overview The	UNI-OFL7C2	is	an	outdoor	IP66	vandal	resistant	IK10	in-
ceiling	housing	with	a	clear	bubble	for	PTZ	cameras.	AC24V	in	for
heater	and	blower	/	AC24V	out	for	camera.	Compatible	with	IP
SNC-EP,	ER,	RX,	RZ25,	RH,	RS,	hybrid	ZP,	ZR	and	analog	SSC-CR
indoor	cameras.

Features Outdoor	IP66	vandal	resistant	IK10	in-ceilingOutdoor	IP66	vandal	resistant	IK10	in-ceiling
housing	with	clear	bubble 	for 	PTZ	camerashousing	with	clear	bubble 	for 	PTZ	cameras
AC24V	in	for 	heater	and	blower	/	AC24V	out	forAC24V	in	for 	heater	and	blower	/	AC24V	out	for
cameracamera
Compatible 	with	IP	SNC-EP,	ER,	RX,	RZ25,	RH,	RSCompatible 	with	IP	SNC-EP,	ER,	RX,	RZ25,	RH,	RS
and	analog	SSC-CR	indoor	cameras.and	analog	SSC-CR	indoor	cameras.
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