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BP-GL65
Battery	Pack

Overview Intelligent	"INFO"	battery	that	communicates	digitally	with	Sony
camcorders	Remaining	capacity	indication	in	viewfinder	of	the
DVW-970/970P,	HDW-750/750P,	HDW-730/730S,	MSW-970/970P,
PDW-510/510P,	PDW-530/530P	camcorders	V-mount	attaching
mechanism	for	quick	and	easy	battery	change	Four-step	green
LED	indicators	for	quick	visual	verification	of	the	battery
remaining	capacity	(more	than	80%,	60%,	40%,	20%)	Four-step
orange	LED	indicators	for	quick	visual	check	of	battery	remaining
capacity	(below	20%,	15%,	10%,	5%)	When	the	BP-GL65	is	used
with	camcorders	other	than	those	listed	above,	the	battery	alarm
may	not	function	properly.

Specifications Generic	Specifications
Type	of	battery:	Rechargeable
lithium-ion	battery	Maximum
voltage:	16.8	V	Nominal	voltage:
14.4	V	Cell	capacity:	65	Wh
Operating	temperature	(for
discharge):	-10°C	to	+45°C	(+14°F	to
+113°F)	Dimensions	(W	x	H	x	D):	92	x
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138	x	41	mm	(3	5/8	x	5	1/2	x	1	5/8
inches)	Mass:	Approx.	550	g	(1	lb	3
oz)	Eco-info:	Lead-free	solder	is
used	for	soldering.	Halogenated
flame	retardants	are	not	used	in
the	cabinets	and	the	printed	wiring
boards.



©	2004	-	2024	Sony	Corporation.	All	rights	reserved.
Reproduction	in	whole	or	in	part	without	written	permission	is
prohibited.	Features	and	specifications	are	subject	to	change
without	notice.	The	values	for	mass	and	dimension	are
approximate.	All	trademarks	are	the	property	of	their
respective	owners.

3

Gallery


