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PWSK-4403
Panel	de	control	PWS-4403

Overview El	dispositivo	de	control	USB	PWSK-4403	se	integra	con	el
software	de	control	de	producción	PWA-PRC1.	Se	utiliza	para
controlar	la	reproducción	en	cámara	lenta	de	video	en	vivo	y
otras	funciones.	Está	equipado	con	botones	de	control,	dial	para
jog	y	comando	de	fundido	que	se	necesitan	para	controlar	la
reproducción	en	cámara	lenta	en	el	PWS-4400.
El	PWSK-4403	es	el	dispositivo	de	control	USB	que	se	utiliza
junto	con	la	aplicación	de	control	de	producción	PWA-PRC1.
Controla	la	reproducción	en	cámara	lenta,	la	gestión	de	clips	y	la
edición	de	la	lista	de	reproducción.
La	distribución	de	los	botones	está	diseñada	para	un	uso	más
sencillo
Funcionamiento	similar	al	de	otros	paneles	de	control	de
cámara	lenta

Related
products

PWS-PWS-
110MG1110MG1
Estación	de	puerta	de
enlace	de	medios	de
profundidad	corta

PWS-PWS-
110PR1110PR1
Estación	de	trabajo
para	control	de
producción	de
profundidad	corta

PWS-PWS-
100MG1100MG1
Estación	de	trabajo
de	puerta	de	enlace
de	medios

PWS-PWS-
110CM1110CM1
Estación	de	Gestión
de	Contenido



2



©	2004	-	2024	Sony	Corporation.	All	rights	reserved.
Reproduction	in	whole	or	in	part	without	written	permission	is
prohibited.	Features	and	specifications	are	subject	to	change
without	notice.	The	values	for	mass	and	dimension	are
approximate.	All	trademarks	are	the	property	of	their
respective	owners.

3

Gallery


