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HKDW-104
2-3	Placa	pulldown	para
grabadoras	HDCAM

Overview Una	placa	opcional	para	VTR	HDCAM	HDW-Una	placa	opcional	para	VTR	HDCAM	HDW-
D1800/1800D1800/1800
Agrega	la	posibilidad	de	enviar	señales	720P	convertidas
(reproduciendo	material	1080i),	y	la	funcionalidad	2-3	pull-down
(permite	enviar	material	23.98PsF/24PsF	como	señales	59.94i).
Envía	señales	720P	convertidas	al	reproducirEnvía	señales	720P	convertidas	al	reproducir
material	1080imaterial	1080i
Funcionalidad	2-3	pull-down	que	permite	enviar	el	material
23.98PsF/24PsF	como	señales	59.94i.

Features Envía	señales	720P	convertidas	al	reproducirEnvía	señales	720P	convertidas	al	reproducir
material	1080imaterial	1080i
Funcionalidad	2-3	pull-down	que	permite	enviar	el	material
23.98PsF/24PsF	como	señales	59.94i.



©	2004	-	2024	Sony	Corporation.	All	rights	reserved.
Reproduction	in	whole	or	in	part	without	written	permission	is
prohibited.	Features	and	specifications	are	subject	to	change
without	notice.	The	values	for	mass	and	dimension	are
approximate.	All	trademarks	are	the	property	of	their
respective	owners.

2

Gallery


