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Transforming Communication

Edge Analytics Appliance creates impactful video presentation content which previously would have required 
significant time, expense and human resource to produce. 

With Artificial Intelligence-led technology, the REA-C1000 vastly improves the quality of communication by 
empowering the presenter to deliver content and to engage their audience like never before.

Acting as the smart hub of a connected 
AV setup, the compact and light-
weight REA-C1000 allows educational 
institutes and corporate organisations 
to automatically generate compelling 
video content in real time – without the 
expense and complexity of dedicated 
production teams and specialised 
additional equipment. The REA-C1000 
offers a range of powerful presentation 
features that are available via optional 
licenses:

Handwriting extraction  
The REA-C1000 intelligently extracts handwritten 
text and diagrams from black and white boards. This 
can be displayed as a real-time overlay that ‘floats’ 
in front of the presenter, allowing audiences to 
clearly see written content with enhanced colour and 
contrast as well as gestures and expressions of the 
presenter.

Chroma key-less CG overlay*
Based on Sony’s advanced motion detection 
technology, this feature can extract the presenter’s 
image, overlaying it onto any background image or 
movie without the need for a dedicated chromakey 
system or specialist operator. 

 
 

 
 
PTZ auto tracking
The REA-C1000 can serve as a virtual camera 
operator, controlling a connected PTZ camera to 
track the current presenter smoothly, keeping them 
accurately framed and sharply focused as they move 
around or turn their back to the audience.

 
 
Focus area cropping*
Using this feature, an image from one camera can 
be simultaneously shown as two different output 
images. Connected to a 4K camera, the REA-C1000 
can simultaneously output a wide-angle view in 4K 
resolution and a cropped view of the same presenter 
in FHD. The cropped image can also be selectable as 
static or dynamic. 

 
 

Close-up by gesture
The REA-C1000 can react intelligently when an 
audience member stands up to speak, triggering the 
camera to zoom in and frame the new speaker.

* These features will be available through a software update during 2019.



REA-C1000

Handwriting Extraction Required License. (60-day trial license is built-in as default)

PTZ Auto Tracking Required License. (60-day trial license is built-in as default)

Close-up by Gesture Required License. (60-day trial license is built-in as default)

Chromakey-less CG Overlay Required License. (Available from firmware Version 2)

Focus Area Cropping Required License. (Available from firmware Version 2)

Fixed Area Cropping Crop the static area of the whole view at once.

Intuitive Web based User Interface Supports Google Chrome Ver. 70 or later

HDMI IN 1 Up to 4K 30p (3840×2160 / 29.97P, 25P)

HDMI IN 2 Up to FHD 60p (1920×1080 / 59.94P, 50P)

HDMI OUT 1 [EDID] : Automatically determine and output a video image that is compatible with the connected output device. Up to 4K 30p (3840×2160 / 29.97P, 25P)

HDMI OUT 2 [EDID] : Up to FHD 60p (1920×1080 / 59.94P, 50P)

Network (LAN) RJ-45 (1000BASE-T)

DC power input 12V5A (required 3rd party AC Adapter)

MIC IN Stereo, ø3.5 mm mini jack (Available from firmware version 2)

HDMI Embedded Audio (Available from firmware version 2)

RTSP streaming H.264 (Available from firmware version 2)

IPv4, IPv6 Internet Protocol version

Role-based Authorization Access permissions of one administrator and nine general users

Access Restrict Configure the security function to restrict the computers that can access the unit

Dimension / Mass Height: 97mm , Width: 141mm , Depth: 91mm / Approx. 0.85kg

Operating temperature 5 °C to 40 °C (41 °F to 104 °F)
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Specifications

System Structure
The Edge Analytics box transmits the video images captured by the camera – straight to the display or recording device.  
This enables the in-built handwriting extraction technology to be used easily without any distraction to the presenter.


